
WIND

Tehnilised omadused

Koostis: 56% POLÜESTER, 34% TAASKASUTATUD PUUVILL, 10%
PUUVILL.

Laius: 140 cm. UNE EN 1773

Kaal m2: 539 gr/m2

Rebenemise tugevus: >20N (BS4303) – >3 (DIN 53859-5).

Tõmbetugevus: >350N (ISO13934-1)

Õmbluse nihkumine: <4 (BS 3320) – <6 (DIN53868)

Kulumiskindlus: >50.000 tsüklit UNE EN ISO 12947

Pillingukindlus: 5 (5max) ei pillingi (ISO DIS 12945-2).



WIND-AC_01 WIND-AC_02 WIND-AC_100 WIND-AC_112

WIND-AC_12 WIND-AC_121 WIND-AC_13 WIND-AC_133

WIND-AC_134 WIND-AC_14 WIND-AC_153 WIND-AC_160

WIND-AC_213 WIND-AC_28 WIND-AC_29 WIND-AC_305

WIND-AC_309 WIND-AC_313 WIND-AC_315 WIND-AC_316



WIND-AC_321 WIND-AC_323 WIND-AC_324 WIND-AC_325

WIND-AC_336 WIND-AC_342 WIND-AC_347 WIND-AC_348

WIND-AC_349 WIND-AC_395 WIND-AC_407 WIND-AC_42

WIND-AC_430 WIND-AC_448 WIND-AC_514 WIND-AC_515

WIND-AC_516 WIND-AC_52 WIND-AC_521 WIND-AC_55



WIND-AC_60 WIND-AC_67




